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Hello There !

We, as YENICE Construction (Ballistic), we made
our dream of being a brand real by hard work and fighting
with our faith in the first place and our persistent efforts on
the values we believe in. We never compromised from our
family and honesty which is the indispensable principle of
our employees who are part of our family.

With the awareness of that the secret of the path to
success is passing through considering our customers as
our guests, behaving to our employees with humane
sensitivity, we experience the happiness of carrying into
today and developing everyday our basic principles as a
company competing all over the World.

Successful enterprises in our constantly changing
World, makes the assets such as enthusiasm, determination, ‘
leadership and talent of marketing necessary to be used together and equal. The whole investment world agrees that the
common features of the successful ensterprises are reserving an important
share for research and development, directing the financial sources in a correct way, employing the experts dominating the
market and give the necessary importance to human resources. The entrepreneurial soul we carry inside us and establishing
these precise balances correctly has a big share on fast development and today's success of our group.

Our well educated and talented crew, successfully reflects our corporate idetity to our target market combining
customer satisfaction based service mentality with their information and experience together with our experienced
employees. As a company giving importance to the national economy and employment, we are decisive on making
investments to all sectors we are acting and continue our increasing successes.

Merhaba

Biz, Yenice insaat ( Yenice Balistik ) olarak, marka olma riiyamizi; 6nce inanarak; ancak, inandigimiz degerler ugrunda
yilmadan micadele ederek ve ¢ok ¢alisarak gerceklestirdik. Ailemizin ve ailemizin bir pargasi olan tim ¢alisanlarimizin
vazgecilmez ilkesi olan duristlikten asla 6diin vermedik.

Basariya ulasmanin sirrinin, musterilerimize misafirlerimiz gozlyle bakmak, ¢alisanlarimiza insani hassasiyetle
davranmak oldugunun bilinciyle; diinya genelinde rekabet eden bir kurum olarak, temel ilkelerimizi diinden bugline tagimanin
ve her glin gelistirmenin mutlulugunu yasiyoruz.

Surekli degisen diinyamizda basarili girisimler, heves, azim, kararhlk, liderlik ve pazarlama yetenegi 6gelerinin hepsini

bir arada ve dengeli kullanabilmeyi gerektiriyor. Cok buyiik
basarilarla sonuglanan girisimlerin ortak 6zelliklerinin,
arastirma ve gelistirmeye dnemli pay ayirmak, finans
kaynaklarini dogru yénlendirmek, piyasaya hakim uzmanlari
firma blnyesinde barindirmak ve insan kaynaklarina gereken
onemi vermek oldugu konusunda tiim yatirim diinyasi
hemfikirdir.

Grubumuzun hizl bliyiimesinde ve buginki
basarisinda da igimizde tasidigimiz girisimci ruhun ve bu
hassas dengeleri dogru kurabilmenin payi biyuktr.

Egitimli ve yetenekli yénetim kadromuz, deneyimli
calisanlarimizla, misteri memnuniyeti odakli hizmet anlayigini
bilgi ve deneyimleriyle birlestirerek, kurumsal kimligimizi hedef
kitlemize basarili bir sekilde yansitmayi bagarmaktadir. Ulusal
ekonomi ve istihdama 6nem veren bir kurum olarak, faaliyet
gOsterdigimiz tim sektorlerde yatinmlar yapmaya ve
basarilanimizi artirarak sturdirmeye kararliyiz.
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About us

Yenice Construction Decoration Industrial & Trade
Limited, was established in 1995 and became of the leader
curtainwall and ballistic companies with its momentum of
growing.

With this experience, strong tech team, production and
installation quality at the level of European standards, Yenice is
achieving its growing targets every year.

Within the main target of being a leader for Bulletproof
Aluminum Joinery Systems, continued its investments ve
annihilated external dependence mostly by carrying out
necessary lateral material production in its own facilities. Also
continously renewing its machine park and performs production
in its 2.000 m2 closed facilities. Gives big importance to training
of all employess including tech team from production to
installation.

Yenice continues being doyen of this sector and growings it targets by certificates for CE standards and EN1523 FB6 NS
and EN1523 FB7 NS Certificates for YK90 / YK100 / YS118 / YC70 which are its own product series from the date 10.12.2013.

Our Quality Policy:

Following and applying the technological development of the sector.

Keeping customer satisfaction at the highest level.

Obeying Legal Regulations and Terms without concession.

Increasing information level and personal development of our employees.

Completing all work on time, 100 % complying with this project, at the requested quality level, in full using highest
techniques.

Embrased increasing the efficiency of the Quality Management System as Quality Policy.

Participation and full support of our personnel making effort to perform this policy is the basis.

Hakkimizda

Yenice insaat Dekorasyon Sanayi ve Ticaret Limited Sirketi,1995 yilinda faaliyetlerine baslamis olup gegen zaman
icerisinde gosterdigi bliyime ivmesi ile sektériin dnde gelen cephe ve balistik firmalarindan biri haline gelmistir.

Yenice tecribesi, guicli teknik kadrosu ve Avrupa standartlarindaki imalat ve montaj kalitesi ile her gegen yil bliytyen
hedeflerine basariyla ulasmaktadir.

Kursun gegirmez aliiminyum dograma sistemlerinde lider olma ana hedefi gercevesinde, yatinmlarini devam ettirmis ve
bunun igin gerekli her tiirlli yan malzeme imalatini kendi biinyesinde ¢dzerek disa bagimhiligini blyik 6l¢lide ortadan
kaldirmistir. Ayrica makine parkini stirekli yenilemekte 2.000 m2 kapali alanda Uretimlerini yapmaktadir. Teknik kadro dahil
olmak Uzere imalattan montaja tim calisanlarinin egitimine buyik dnem vermektedir.

Yenice 10.12.2013 tarihi itibari ile kendi serileri olan YK90/YK100/ . ' EN" E “II -
YS118/YC70 Sistemleriile Kursun Gegirmez Dograma ve Cephe serilerine AL
EN1523 FB6 NS ve EN1523 FB7 NS Sertifikasr’'ni ve CE standartlarinda E Vit
| el

belgelerini alarak hedeflerini bliylitmeye, Sektoriinde duayen olmaya devam
etmektedir.

Kalite Politikamiz;

. Sektore ait teknolojik gelismeleri yakindan takip edip uygulamak,

. Musteri Memnuniyetini en Ust dizeyde tutmak,

. Kanuni Mevzuat ve sartlara taviz vermeden uymak,

. Calisanlarimizin bilgi birikimlerini ve kigisel gelisimlerini artirmak,

. Baslanan her isi zamaninda, en (st diizey tekniklerle, projesine
tam uyumlu, istenen kalitede eksiksiz yerine getirmek,

. Kalite Yonetimi Sisteminin etkinligini arttirmayi , Kalite Politikasi
olarak benimsemistir.

. Bu politikay1 gerceklestirmek igin ¢alisan personelimizin katiimi ve

tam destegi esastir.



YK 90 Heat Insulated Bulletproof Aluminum Joinery Systems
YK 90 Isi Yalitiml Kursun Gegirmez Aliminyum Dograma Sistemleri

* System wall thickness is 2 mm.
* Sistem et kalinligi 2mm'dir.

OUTSIDE
i INSIDE 3
* It is a modular system. * Inward opening window systems ‘can be made in th:e system.
.. . . . . . . \ o .
* Mod(ler Sistemdir. * Sistemde ice agilir pencere sistemleri yapilabilmektedir. !
\\\ }
\\\\ i
~ |
N |
* Inward and outward opening door systems can be made in the system. Sl 3
|

* Sistemde ige ve disa aglilir kapi sistemleri yapilabilmektedir. .

* Provides 90% advantage in the recovery
period after the attack.

* Saldin sonrasi yenileme sirecinde %90 avantaj saglar.

* With its heat-insulated design (with 4
chambers), it prevents the heat and sound
loss of the environment and makes a great
contribution to the savings of the consumer.

* Ist yalitimli tasarimi ile (4 odacikl) ortamin isi ve
ses kaybini onler, tiketicinin tasarrufuna bUyuUk
katki saglar.

.ﬁl OUTSIDE T T} S I J FB/2
INSIDE FB/3
| FB/4

! | OUTSIDE i i
L,,«——”/’/,/ \\\\\\\,,,J E INSIDE F B/5
* Special design is solved with YENICE accessory systems and provides FB/6
trouble-free and high quality usage. (The system is guaranteed for 5 years). FB/7

* Ozel tasarim YENICE aksesuar sistemleri ile ¢ozilmis olup, sorunsuz ve kaliteli kullanim

saglar. (Sistem 5 yil garantilidir).
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* Maximum 800 kg on doors. It has a sash carrying capacity
of 300 kg from the window sashes.

* Kapilarda maksimum 800 kg, pencere kanatlarindan 300 kg
Kanat tagima kapasitelidir.

* It provides the advantage of using on a single system with
specially designed glass laths for all glass classes in interna-
tional standards (BR2 / BR3 / BR4 / BR5 / BR6 / BR7).

* Uluslararasi standartlardaki ( BR2 / BR3 / BR4 / BR5 / BR6 / BR7)

tUm cam siniflari igin 6zel tasarimli cam gitalari ile tek sistem

Uzerinde kullanim avantaji saglamaktadir.

* 15 mm and 34 mm polyamide heat barrier are used.
*15 mm ve 34 mm polyemit isi bariyeri kullaniimaktadir.

* EPDM (rubber) provides sound and heat insulation of the
environment with its 3-sealed designs.

* EPDM (kauguk) 3 contali tasarimlari ile ortamin ses ve isi
izolasyonunu saglar.

* It can be painted in all colors, with unlimited colors and
wood patterns, and the interior and exterior surfaces can
be presented in different colors.

* Sinirsiz renk ve ahgap deseni ile tUm renklere boyanabilir, i¢ ve dig
yuzey farkl renklerde sunulabilir.

* It has a system depth of 20 mm and 112 mm.

* 90 mm ve 112 mm sistem derinligine sahiptir.

Heat transmission value :
Ist iletim degeri :

TSENISO 10077-1 TSENISO 100772 |Uw = 2.46 X/ / m2K

Sound permeability value :

. D TSENISO 101402 TSENISO717-1 44.1 dB
Ses gegirgenlik degeri:

Air Permeability

. TSEN 12207 :Class 4 (sinif 4) (600 Pa)
Hava Gegirgenligi
i I LTESS TSEN 12208:Class 9A (sinif 94) (600 Pa)
Su gegirmezlik
kb TSEN 13115:Class 4 (sinif &) (350 N)
Statik Burulma

Wind Resistance (at 1200 Pa, for L/300 criteria)
: Sinif C3
Rizgar Direnci TSEN 12210:ClassC3 (simi ) (1200 Pa'da, L/300 kriterleri igin)
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YK 90 Heat Insulated Bulletproof Aluminum Joinery Systems
YK 90 Isi Yalitiml Kursun Gegirmez Aluminyum Dograma Sistemleri

QUALITY CERTIFICATE / Kalite Belgesi

3.1 DIN EN 10204:2004
EN 15088 : 2005

: , CHARGING / Sarj LENGTH QUANTITY
CUSTOMER / Firma SYSTEM / Sistem ALLOY / Alasim NUMBER NS MEinion Miktar
YENICE YK 90 6060 .20120 6000 20
CHEMICAL COMPOSITION ACCORDING TO EN 573-3 STANDARD
EN 573-3 STANDARDINA GORE KIMYASAL YAPISI
% Si % Fe %Cu (Max) | % Mn (Max) % Mg %Cr(Max) | %zn(Max) | %Ti(Max) %Al ("f‘}'f,ff,ﬁ
0,20-0,6 0,35 0,10 0,10 0,45-0,9 0,10 0,10 0,10 KALAN 0,15
YENICE YK 90 CHEMICAL MEASUREMENT RESULTS
YENICE YK 90 KIMYASAL OLCUM SONUGLARI
%DIGER |
% Si % Fe % Cu % Mn % Mg % Cr %Zn %Ti %Al (TOTAL)
0,43557 0,30846 0,07809 0,07222 0,45157 0,01408 0,08612 0,01715 98,48584
MECHANICAL VALUES ACCORDING TO EN 755-2 STANDARD
EN 755-2 STANDARDINA GORE MEKANIK DEGERLER
TEMPER HARUNE S e T Diameter of (Capi) g Yi |d"Rtp th El "%t' El o t
= . - 3 ) A leld streng ongation longation
(Sicalik) Webster Br”n_e“ (HB) (min.) e (mm) Blens st(r'\elr;gr;hrrfgtiﬂr;?fe gl (Akma Dayanimi) (Uzama) (Uzama)
(Min.) (N / mm?2) Min " A" (A50)
5 [ 60 <5 160 120 8 6
YENICE YK90 MECHANICAL MEASUREMENT RESULTS
YENICE YK90 MEKANIK OLCUM SONUCLARI
TEMPER NS (Sert“k) Diameter of (Capi) N Yi Id"R;p th El "%t' El i ti
= . . . . 3 leld streng longation longation
(Sicalik) Webster Br“n_e” (HB) (min.) e (mm) VEIELR St(ﬁr;g;hnff;m?? Slicxe) (Akma Dayanimi) (Uzama) (Uzama)
(Min.) (N / mm2) Min " A" (A50)
T5 | 71 2 222.40 190 11,5 7.1

SLIP RESISTANCE VALUE ACCORDING TO EN 14024 STANDARD
EN 14024 STANDARDINA GORE KAYMA DIRENCI DEGERI

T>300 kg/mm

YENICE YK 90 SLIP RESISTANCE VALUE
YENICE YK 90 KAYMA DIRENCIi DEGERI

T =320 kg/mm

ELOXAL COATING THICKNESS: 15 MICRONS
ELOKSAL KAPLAMA KALINLIGI: 15 MIKRON




Applicable Visuals (Window)

Uygulanabilir Gorseller (Pencere)

Right / Left From Above From Below Double Wing
Sag / Sol Agilim Ustten Agilim Alttan Agilim Cift Kanat Agiim

Right / Left From Above From Below Double Wing
Sag / Sol Agilim Ustten Agilim Alttan Agihm Gift Kanat Agilm

Right / Left From Above From Below Double Wing
Sad / Sol Agiim Ustten Acilim Alttan Agilim Cift Kanat Agilim

071



YK 90 Heat Insulated Bulletproof Aluminum Joinery Systems
Applicable Visuals (Door)

YK 90 Isi Yalitiml Kursun Gegirmez Aliminyum Dograma Sistemleri
Uygulanabilir Gorseller (Kapr)

Glass Door Glass / Panel Door Panel Door
Cam Kapi Cam / Panel Kapi Panel Kapi

Glass Door Panel Door
Cam Kapi Panel Kapi
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Weapon Type Bullet Calibrate NIJ Standarts EN Standarts UL 752 Standarts
Silah Tipi Mermi Kalibresi NIJ Standartlari EN Standartlari UL 752 Standartlari
,77 -
f ) 357 MAGNUM [1A EN 1523 FB3 Level 2
/ o 44 MAGNUM ITIA EN 1523 FB4 Level 3
> ﬁ 2 5,56 % 45 NATO Level 5
EN 1523 FB6
| ﬁ 7,62 x 51 NATO III Level 6
5,56 x 45 (AP)
Armor piercing Level 7
Zirh Delici Celik Cekirdek
7,62 x 51 (AP)
?— Armor piercing EN 1523 FB7 Level 8

Zirh Delici Gelik Cekirdek




YK 90 Heat Insulated Bulletproof Aluminum Joinery Systems
Some Of Our Projects

YK 90 Isi Yalitimli Kursun Gegirmez Aliminyum Dograma Sistemleri
Bazi Projelerimiz

Presidental Complex Cumhur Baskanligi Killiyesi
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Some Of Our Projects / saz projelerimiz

Istanbul Grand Airport istanbul 3. havalimani




SOme Of Our PrOjects / Bazi Projelerimiz

13
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YS 118 Heat Insulated Bulletproof Aluminum Sliding Joinery Systems

YS 118 Isi Yalitiml Kursun Gegirmez Aluminyum SUrme Dograma Sistemleri

* System wall thickness is 2 mm.
* Sistem et kalinligi 2mm'dir.

* It is a modular system.
* Moduler Sistemdir.

* Provides 90% advantage in the recovery
period after the attack.

* Saldirn sonrasi yenileme sirecinde %90 avantaj saglar.

* In the system, door and window systems can be
sliding. 12 moving sashes can be made with
additional rails.

* Sistemde kapl, pencere sistemler yana kayar yapilabilir. ilave
raylar ile 12 hareketli kanat yapilabilir.

* It is solved with HEBESCHIEBE accessory systems
and provides trouble-free and quality use. (The
system is guaranteed for 3 years).
* HEBESCHIEBE aksesuar sistemleri ile ¢6zUlmus olup,
sorunsuz ve kaliteli kullanim sagdlar. (Sistem 3 yil garantilidir)

* In all sliding systems max 300 kg. Wing carrying capacity

*TUm Surme sistemlerde max 300 kg. Kanat tagima kapasitelidir.

* Systems in international standards (BR2 / BR3 / BR4 / BR5 / BR6)
can be applied.

* Uluslararasi standartlardaki (BR2 / BR3 / BR4 / BR5 / BR6) sistemler
uygulanabilir.

* With YS-118, it can be applied with 2 + 2/3 +3/4+4/5+5/6 + 6
wing nhumbers up to 12 meters wide and 3.80 meters wide

*YS-118 ile 2+2 / 3+3 / 4+4 / 5+5 / 6+6 kanat sayilari ile 12 metre genislik
3,80 metre agikliga kadar uygulanabilir.

14
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FB/2
FB/3
FB/4
FB/5
FB/6
FB/7 || ]

* Photocell door applications can be made with YS-118.
*YS-118 ile Fotesel kapi uygulamalar yapilabilir.

* Max. (50 mm Thick Ballistic Glass) can be applied.
* Sistemde Max. ( 50 mm Kalinlikta Balistik Cam ) uygulanabilir.

* It can be painted in all colors, with unlimited colors and wood patterns, and the interior and exterior surfaces

can be presented in different colors.
* Sinirsiz renk ve ahsap deseni ile tUm renklere boyanabilir i¢ ve dis yizey farkli renklerde sunulabilir.

* EPDM (rubber) 2 sealed designs provide
maximum efficiency that can be achieved in
sliding systems.

* EPDM (kauguk) 2 contali tasarimlari ile SGrme
sistemlerde saglanabilecek maksimum verim saglar.

* 118 mm. has system depth.
* 118 mm. sistem derinligine sahiptir.

* 15 mm polyamide heat barrier is used.
*15 mm polyemit i1si bariyeri kullanilmaktadir.

15



YS 118 Heat Insulated Bulletproof Aluminum Sliding Joinery Systems
Applicable Visuals ( Window /Door )

YS 118 Isi Yalitiml Kursun Gegirmez Aluminyum SUrme Dograma Sistemleri
Uygulanabilir Gorseller (Pencere / Kapi)

FB/2 | FB/3 | FB/4 FB/5 | FB/6 FB/7

16
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YS 118 Heat Insulated Bulletproof Aluminum Sliding Joinery Systems
Applicable Visuals ( Automatic Door )

YS 118 Isi Yalitimh Kursun Gegirmez Aluminyum SUrme Dograma Sistemleri
Uygulanabilir Gorseller (Otomatik Kapr)

FB/2 FB/3 FB/4 FB/5 FB/6 FB/7
MM M ¥ | M| 0O
Heat transmission value: | s is0 10077-1 TSENISO 100772 | Uw = 1.98 W/ m2K
Ist iletim degeri :
L i1y B EMIEE 01402 TS EN SO 717-1 -J29.8 dB
Ses gegirgenlik degeri:
TS EN 12207 : Class 3 (\Whole Area)
Air Permeabi"ty Sinif 3 (Tum Alana Gore) ‘600 Pa,
Hava Gegirgenligi TS EN 12207 : Class 2 (Openable Part)

Sinif 2 (Agilabilir kisim) ‘600 Pa)
gy el A TSEN 12208:Class 5A (sini 54) (200 Paj
Su gegirmezlik
g il TSEN 13115:Class 4 (sinf ) (350 N)
Statik Burulma
WindResistages TSEN 12210: Class C3 (sinif c3) (1200 Pa)
RuUzgar Direnci
Resistance To Safety Load
Guvenlik YUkine Karsi Direng TSEN 12210 (1800 Pa)

1




YS 118 Heat Insulated Bulletproof Aluminum Sliding Joinery Systems
Manual Garage Doors Applicable Visuals

YS 118 Isi Yalitiml Kursun Gegirmez Aluminyum SUrme Dograma Sistemleri
Manuel Garaj Kapilari Uygulanabilir Gorseller

FB/2 | FB/3 | FB/4 | FB/5 | FB/6 | FB/7

18



YS 118 Heat Insulated Bulletproof Aluminum Sliding Joinery Systems
Manual Garage Doors One Way (Right or Left) Applicable Visuals

YS 118 Isi Yalitiml Kursun Gegirmez AlUminyum SUrme Dograma Sistemleri
Manuel Tek YonlU Garaj Kapilar (Sag veya Sol) Uygulanabilir Gorseller

FB/2 | FB/3 | FB/4 | FB/5 | FB/6 | FB/7

19



YS 118 Heat Insulated Bulletproof Aluminum Sliding Joinery Systems

Some Of Our Projects

YS 118 Isi Yalitiml Kursun Gegirmez Aluminyum SUrme Dograma Sistemleri
Bazi Projelerimiz

IR |




Weapon Type Bullet Calibrate NIJ Standarts EN Standarts UL 752 Standarts
Silah Tipi Mermi Kalibresi NIJ Standartfan EN Standartlari UL 752 Standartlan
f! 357 MAGNUM ITA EN 1523 FB3 Level 2
ﬁ 44 MAGNUM ITTA EN 1523 FB4 Level 3
? ﬂ 5,56 x 45 NATO Level 5
EN 1523 FB6
| H 7,62 x 51 NATO III Level 6
5,56 X 45 (AP)
Armor piercing Level 7
2Zirh Delici Celik Gekirdek
7,62 x 51 (AP)
Armor piercing EN 1523 FB7 Level 8

Zirh Delici Celik Gekirdek

21
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YC 70 Covered Facade Systems
YC 70 Kapakl Kursun Gegirmez Cephe Sistemleri

* System wall thickness varies between 3 and 5 mm.
* Sistem et kalinligi 3 ila 5 mm arasinda degismektedir.

* It is a modular system.
* Modyler Sistemdir.

* It can be used in 2 options as capped facade and semi-capped
facade in the system.

* Sistemde Kapakli cephe ve yar kapakli cephe olarak 2 segenek
halinde kullanilabilir.

* In all facade systems, the maximum distance between 2
supports can be applied as 4500 mm.

* TUm cephe sistemlerinde max 2 mesnet arasi mesafe 4500 mm olarak
uygulanabilir.

FB/2 | FB/3 | FB/4 | FB/5 | FB/6 | FB/7

M 4 M M|V

* Max. (78 mm BR7 glass + 12 mm HB + 6 mm Low-e insulating glass) can be applied.
* Sistemde Max. (78 mm BR7 cam + 12 m HB + 6 mm Low-e Isicam) uygulanabilir.

* It provides maximum efficiency with EPDM
(rubber) core seals.
* EPDM (kauguk) Gobek contalari ile maksimum verim saglar.
* The system can be applied in international standards
(BR2 / BR3 / BR4 / BR5 / BR6 / BR7).
* Uluslararasi standartlardaki (BR2 / BR3 / BR4 / BR5 / BR6 / BR7)
sistemler uygulanabilir.

* It can be painted in all colors, with unlimited colors
and wood patterns, and the interior and exterior
surfaces can be presented in different colors.
* Sinirsiz renk ve ahsap deseni ile tim renklere boyanabilir.
* The system has a 70 mm view from the inner ic ve dis yizey farkli renklerde sunulabilir.
and outer surface.
* Sistem i¢ ve dig yUzeyden 70 mm gorintUye sahiptir.

* It has 210 mm has system depth.
* 210 mm sistem derinligine sahiptir.

* Vertical Profiles are 70 * 210 mm,

Horizontal profiles are 70 * 190 mm.
* Dusey Profiller 70*210 mm, Yatay profiller 70¥190 mm'dir.



YC 70 Covered Facade Systems
YC 70 Kapakl Kursun Gegirmez Cephe Sistemleri

' Capped Facade Systems' =
Kapakli Cephe Sistemleri

Semi- Capped Facade Systems (Vertlcal) ‘
Yan Kapakli Cephe Sistemleri (Dikey)

= =4 e

Seml- Capped Facade Systems (Horlzontal) A
Yari Kapakli Cephe Sistemleri (Yatay)

23



Yz

YC 70 Covered Facade Systems

Some Of Our Projects

YC 70 Kapakli Kursun Gegirmez Cephe Sistemleri

Bazi Projelerimiz




Some Of Qur PrOiectS / Bazi Projelerimiz

Weapon Type Bullet Calibrate NIJ Standarts EN Standarts UL 752 Standarts
Silah Tipi Mermi Kalibresi NIJ Standartlari EN Standartlari UL 752 Standartlan
”“ 357 MAGNUM ITA EN 1523 FB3 Level 2
44 MAGNUM

ITIA

ﬁ EN 1523 FB4 Level 3
| o ﬂ- ~ | 556x45NATO Level 5
EN 1523 FB6

7,62 x 51 NATO III

Level 6
rﬁ-a_- 5,56 X 45 (AP)
Armor piercing

Level 7
Zirh Delici Celik Cekirdek
7,62 X 51 (AP)
?— Armor piercing EN 1523 FB7 Level 8
Zirh Delici Celik Gekirdek

25



YK 100 Heat Uninsulated Bulletproof Aluminum Joinery Systems
YK 100 Isi Yalitimsiz Kursun Gegirmez Dograma Sistemleri

* System wall thickness is 2 mm.
* Sistem et kalinigi 2mm’'dir.

* It is a modular system.
* Mod(ler Sistemdir.

* It is a specially designed lathless fixed system for
external mounting of glasses.

* Camlarin distan montaji igin 6zel olarak tasarlanmig, gitasiz
sabit bir sistemdir.

* The system can be opened inside as door and
window systems.

* Sistemde kapi ve pencere sistemler olarak ige agilim
yapilabilir.

FB/2 FB/3 FB/4 FB/5 FB/6 FB/7

* Special design is solved with YENICE accessory D D D D @ @
systems and provides trouble-free and high quality
usage. (The system is guaranteed for 5 years).
* Ozel tasarim YENICE aksesuar sistemleri ile ¢6zilmis olup,
sorunsuz ve kaliteli kullanim saglar. (Sistem 5 yil garantilidir).

* Maximum 800 kg on doors. 300 kg of window
sashes. It is sash carrying capacity.

* Kapilarda maksimum 800 kg. pencere kanatlarindan 300 kg.
Kanat tagima kapasitelidir.

* System can be applied in international standards
(BR6 / BR7).
* Uluslararasi standartlardaki ( BR6 / BR7) sistemler uygulanabilir.

* Max. (83 mm ballistic glass) can be applied.
* Sistemde Max. ( 83 mm balistik cam) uygulanabilir.

* EPDM (rubber) provides sound and heat insulation
of the environment with 2-sealed designs.

* EPDM (kauguk) 2 contali tasarimlari ile ortamin ses ve isi
izolasyonunu saglar.

* It has 100 mm. system depth.
*100 mm. sistem derinligine sahiptir.
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* Horizontal intermediate registration is not
used in the system.
* Sistemde yatay ara kayit kullanilmamaktadir.

* Vertical mullions can be used unlimitedly.
* Dikey ara kayit sinirsiz olarak kullanilabilir.

* It can be painted in all colors, with unlimited colors and

wood patterns, and the interior and exterior surfaces can be
presented in different colors..

* Sinirsiz renk ve ahgap deseni ile tim renklere boyanabilir ig ve dis
yuzey farkli renklerde sunulabilir.

2]
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Accessories / Aksesuarlar

* Its body is made of bending aluminum tubing.
* Govdesi bikme aliminyum borudan yapilmistir.

64.3

* Assembly screws are invisible owing to 1257

badge covers.
* Rozet kapaklar sayesinde montaj vidalari gorinmez. VA0

61
©
o
47.1
20.7

31.5

* Kale 152-R 45 mm Cylinder Type Inner Door Lock and
152 R 40 mm Cylinder Type Outer Door Lock is used on
wooden and steel doors in houses, offic and work planes.
Ball bearing at the center. Handle movement is very easy
because of this. Products of Kale ensures high security for
your doors. Package contains; 68 mm german barrel, lock
hole, fiam funnel and installation screws. Product has 5 year
warranty.

* Kale 152-R 45 mm Silindir Tipi i¢ Kapi Kilidi ve 152 R 40 mm Silindir

Tipi Dis Kapi Kilidi ; Konut, Ofis ve Calisma dizlemlerinde ahsap ve

gelik kapilarda kullanilir. Kol merkezinde bilyali rulman

bulunmaktadir. Bu nedenle kol hareketi gok kolaydir. Kale Grinleri

kapilarinizda yiksek giivenlik saglar. Paket ierigi; 68 mm alman

namlu, kilit deligi, ince huni ve montaj vidalari. Urin 5 yil garantilidir.

62

62
—
Im

* Door hinges are patented products of

YENICE BALLISTIC. Our product contains ball bear-
ings and tested with 60.000 open-close procedure
under 800 kg load for 2 hinges. According to test
results, only ball bearing parts have been deformed.

After replacement of this part, the hinge keeps
working.
* Kap! menteseleri YENICE BALLISTIK'in patentli Grinleridir. L
UrGnGmiz rulmanl olup, 2 mentese igin 800 kg yiik altinda aﬁﬁ =—
60.000 agma-kapama prosediri ile test edilmistir. Test N Eg
sonuglarina gére sadece bilyali rulman pargalar deforme ol =
e S | |
olmustur. Bu pargayi degistirdikten sonra mentese
calismaya devam eder.
=

=

* Savio Sliding Latch; Its body is made of cast alumi-
num. Moving parts are galvanized. Anodized, Black
and White options are available.

* Savio Surgu Mandal Kilit; Govdesi dokme aliminyumdan
® yapilmigtir. Hareketli pargalar galvaniz lidir. Eloksal, Siyah
ve Beyaz segenekleri mevcuttur.

215
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Accessories / Aksesuvarlar

* Handle Granada; Its body is made of cast
aluminum. It can be painted in the same
color as aluminum joinery.
* Pencere Kolu; Govdesi dokme Aliminyumdan
Yapilmigtir. Aliminyum dograma ile ayni renge
boyanabilir.

114

162
162

;

* Window hinges are patented products of YENICE BALLISTIC.

Our product contains ball bearings and tested with 60.000
open-close procedure under 300 kg load for 2 hinges. According
to test results, only ball bearing parts have been deformed. After
— replacement of this part, the hinge keeps working.
EE * Pencere menteseleri YENICE BALLISTIK'in patentli iiriinleridir. Urinimiiz
= Eg ruImanI_ni C?!L.lp, 2 mentese igin 300 kg yik altlndf 60.000 agn_1a-kapama
— —H prosedird ile test edilmistir. Test sonuglarina gore sadece bilyali rulman
Loy pargalan deforme olmustur. Bu parcayi degistirdikten sonra mentese
galismaya devam eder.
—
21

* Vasistas Scissors; Its body is made of 3 mm galvanized
sheet. It has been tested with 18.000 opening-closing
procedures under 300 kg load.

* Vasistas Makasi Govdesi 3mm galvanizli sacdan yapilmistir.
300kg yuk altinda 18.000 agma kapama prosedurdy ile test
edilmistir.

* Window Locking System; Its body is made of
steel. It is adjusted according to the sash size.

* Pencere Kilit Sistemi; Govdesi gelikten yapilmistir. Kanat
olgulerine gore ayarlanmaktadir.

* Lock Holder Its body is made of cast iron. Coat-
ing with galvanization

* Kilit Tutacagi; Govdesi dokme demirden yapilmistir.
Galvanizle kaplanmistir.
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Our Test Reports / Test Raporlarimiz

YK 90 FB7 Test Report
YK 90 FB7 Test Raporu

YK 90 FB6 Test Report
YK 90 FB6 Test Raporu

IKATES, s.r.o. — Laboratory for glass and building products testing

Tolstého 186, 415 03 Teplice, Czech Republic
tel.: +420 417 503 093, tel.: +420 417 502 825

e-mail: kates@ikates.cz, www.ikates.cz A

L1139

Testing laboratory No.1139 aceredited by Czech Institute of Accreditation
acc. to CSN EN ISO(IEC 17025 for glass and selecied building products testing

TEST REPORT
No.: 168A /2016 /(A

Bullet resistant window
= bullet resistance test EN 1523 - class FB7 - NS

Test item :
Client (address):

Yenice ingaat Dek. San.Tie. Ltd.Sti.

Producer (address):  YeniceInsaat Dek. San.Tic. Ltd.Sti.

Place of test performance’:  shaoting range VTU s.p. Slavi&in, Czech Republic

Date of sample recciving 2016-06-15

Date of test performance : 2016-06-27

Date of issue : 2016-07-11

Number of pages : T+ anpexes :
Page No.: 1 i £

/

Manager of testing laboratory : Jiti Stransky

Results and/or informations out of ion range and sub s are in the test
report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

IKATES, s.r.o. — Laboratory for glass and building products testing

IKA| |ES
*
Aceredited testing laboratory No.1139

accredited by Czech Institute of Accreditation in Prague
for glass and selected building products testing

Tolstého 186, 415 03 Teplice, Czech Republic
tel.: +420 417 503 093, tel./fax; +420 417 502 825

e-mail: ikates@ikates.cz, www.ikates.cz

*
L1139

TEST REPORT
No.: 311/2013/A

Test item : Bullet resistant window
- bullet resistance test EN 1523 - ¢lass FB6
Client (address): Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

(YENICE BALLISTIC)

Producer (address):  Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi
(YENICE BALLISTIC)

Place of test performanee : - IKATES, s.r.0., shooting range Military

Date of sample receiving : 2013-11-07

Date of test performance : 2013-11-26 t0 2013-11-28

Date of issue : 2013-12-02
Number of pages : 7 + ammexes
Page No. : 1 / )

Manager of testing laboratory :

Results and/or informations out of ion range and
report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

IKATES, s.r.o. — Laboratory for glass and building products testing

Tolstého 186, 415 03 Teplice, Czech Republic
& IKA tel.: +420 417 503 093 / +420 417 502 825
e-mail: jkales@ikates.cz, www.ikates.cz )
L1139

Testing laboratory No.1139 accredited by Czech Accreditation fnstitute
acc. to CSN EN ISO/IEC 17025 for glass and selected building products testing

TEST REPORT
No.: 64A /2019

Test item : Bullet resistant window

- bullet resistance test EN 1523 - class FB4

Client (address): Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

(YENICE BALLISTIC)

Producer (address): ~ Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi
(YENICE BALLISTIC)

Place of test performance : -~ IKATES, s.r.0., shooting range Military, shooting range
VTU s.p. Slavi¢in

Date of sample receiving : 2019-03-28
Date of test performance : 2019-04-05 -2019-04-12
Date of issue : 2019-05-06
Number of pages : 7+ Mfy"
Page No. :
—

Manager of testing laboratory : H Stransky

5 1.8,
Results and/or informations out of accreditation range and subcontracts are in-the test
report identified. Copying and translating, using of report for other purposes

(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

IKATES, s.r.o. — Laboratory for glass and building products testing

Tolstého 186, 415 03 Teplice, Czech Republic
tel.: +420 417 503 093, tel.: +420 417 502 825

e-mail: jkates@ikates.cz www.ikates.ez A
L 1139

; IKA
Testing laboratory No.1139 accredited by Czech Institute of Accrediration
ace to. CSN EN ISO/IEC 17025 for glass and selected building producis testing

TEST REPORT
No.: 57/2017/ A

Test item : Bullet resistant sliding window

- bullet resistance test EN 1523 - ¢lass FB6

Client (address): Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

(YENICE BALLISTIC)

Producer (address):  Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi
(YENICE BALLISTIC)

Place of test performanee : - IKATES, s.r.0., shooting range Military

Date of sample receiving : 2017-02-27

Date of test performance ; 2017-03-08

Date of issue : 2017-03-14

Number of pages :
Page No. :

Manager of testing laboratory :

Results and/or informations out of accreditafion range and subcontracts are in the test
report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

YK 90 FB4 Test Report
YK 90 FB4 Test Raporu

YS 118 FBO6 Test Report
YS 118 FB6 Test Raporu




YC 70 FB7 Test Report
YK 70 FB7 Test Raporu
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YC70 FBG6 Test Report
YK 70 FB6 Test Raporu

IKATES, s.r.0. — Laboratory for glass and building products testing

Tolstého 186, 415 03 Teplice, Czech Republic
tel.: +420 417 503 093 / +420 417 502 825

e-mail: ikates@ikates.cz, www.ikates.cz e

)
L 1139

Testing laboraiory No.1139 accredited by Czech Acereditation Institute
ace. to CSN EN ISO/IEC 17025 for glass and selected building products testing

TEST REPORT
No.: 130B/2018 /A

Test item : Bullet resistant window (bulletproof aluminium joinery system)

- bullet resistance test EN 1523 - class FB7 NS

Client (address): Yenice ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

Producer (address):  Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

Place of test performance :  shooting range VTU s.p. Slavi&in, Czech Republic

Date of sample receiving : 2018-05-25
Date of test performance : 2018-06-12
Date ofissue : 2018-07-11
Number of pages : 7 + annexes
Page No. : 1

7
Manager of testing laboratory : JFifi Stransky

 LSus
Results and/or information out of accreditation range and subcontracts are in the test
report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

IKATES, s.r.o. — Laboratory for glass and building products testing

Tolstého 186, 415 03 Teplice, Czech Republic
tel.: +420 417 503 093 / +420 417 502 825

EE—
e-mail: ikates@ikates.cz, www.ikates.cz ®'

;IKA E :
L3
L 1139

Testing laboratory No.1139 accredited by Czech Acereditation Institute
acc. to CSN EN ISO/IEC 17025 for glass and selected building products testing

TEST REPORT
No.: 130A/2018/ A

Test item : Bullet resistant window (bulletproof aluminium joinery system)

- bullet resistance test EN 1523 - class FB6
Client (address): Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited $irketi
(YENICE BALLISTIC)

Producer (address):  Yenice Insaat Dekorasyon Sanayi ve Ticaret Limited Sirketi
(YENICE BALLISTIC)

Place of test performance :  IKATES. s.r.0., Police shooting range

Date of sample receiving : 2018-05-25
Date of test performance : 2018-05-31
Date of issue : 20)8-06-11
Number of pages : ot r‘)bxes -
Page No. : /I g
[
Manager of testing laboratory : L

report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

IKATES, s.r.o0., Laboratory for glass and building products testing
Tolstého 186, Retenice, 415 03 Teplice, Czech Republic
tel.: +420 417 503 093 / +420 417 502 825

i)
IKA| [ES
» *
e-mail: ikates@ikates.cz, www.ikates.cz *

o'
L1139

Testing laboratory No.1139 accredited by Czech Accreditation Institute
acc. to CSN EN ISO/IEC 17025 for glass and selected building products testing

TEST REPORT
No.: 64C /2019

Test item : Bullet resistant window
- bullet resistance test EN 1523 - class FB7
Client (address): Yenice Insaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

(YENICE BALLISTIC)

Producer (address):  Yenice Ingaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

(YENICE BALLISTIC)

Place of test performance :  shooting range VTU s.p. Slavicin, Czech Republic

Date of sample receiving : 2019-03-28
Date of test performance : 2019-04-12
Date of issue : 2019-05-06
Number of pages : S+ annex
Page No. :

Manager of testing laboratory :

Results and/or information out of accredib ign range and subcontra?:‘ts\apq in the fest
report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

IKATES, s.r.o., Laboratory for glass and building products testing

T ——!  Tolstého 186, Reienice,d]i 03 Teplice, Czech Republic
tel.: +420 417 503 093 / +420 417 502 825

IKA| |ES
2 &
c-mail: ikates@ikates.cz, www.ikates.cz o'

o
L 1139

Testing laboraiory No.1139 accredited by Czech Accreditation Institute
ace. to CSN EN ISO/IEC 17025 for glass and selected building producis testing

TEST REPORT
No.: 64B /2019

Test item : Bullet resistant window
- bullet resistance test EN 1523 - class FB6
Client (address): Yenice [ngaat Dekorasyon Sanayi ve Ticaret Limited Sirketi

(YENICE BALLISTIC)

Yenice Insaat Dekorasyon Sanayi ve Ticaret Limited Sirketi
(YENICE BALLISTIC)

Producer (address):

Place of test performance :  IKATES, s.t.0., shooting range Military

Date of sample receiving : 2019-03-28

Date of test performance : 2019-04-05

Date of issue : 2019-05-06 N
Number of pages : 6 a\nn

Page No. :

Manager of testing laboratory : Stransky

TS
Results and/or informations out of accrédﬂénn range and subcontracts are in the test
report identified. Copying and translating, using of report for other purposes
(advertisement, extracts from the report) only with consent of the laboratory. Without
consent of the laboratory can be the report reproduced whole only.

YK 100 FB7 Test Report
YK 100 FB7 Test Raporu

YK 100 FBG6 Test Report
YK 100 FBé Test Raporu
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Our Test Reports / Test Raporlarimiz

YK 90 UL 752 Class Level 8 Test Report
YK 90 UL 752 Sinif Seviye 8 Test Raporu

YK 90 FB7 KADDB Test Report
YK 90 FB7 KADDDB Test Raporu

m innovation
e— for life ——

T jvPAM

Vereinigung de
ifstelen fir

s o

m— und Konstnuiti

Retur adcress: Postous 45 2260 AA Riswik Lange Kieiweg 137
Posibus 45
2280 AA Rijswik

w000l

T +31 88 866 8000
info-Denv@tno.nl

oratory for Ballistics
Research (LBR)

Test report

Ypeniaass Boclaan 2
20REPO004 24824 Den iamg

Experiment according to UL 752

Class Level 8 TNO project no
060.43069/01.02.01
Date
Assignor Yenice Ballistic 24012020
Saray neighborhood, street number 2; 26 (TR) Reference
2000001
Ankara Contact
Turkey Spruit W.E.T.
E-mail
Contact Yenice Ballistic Helma.spruit@tno.nl

Direct phone no
+318886 61329

Sample reference  LVL-8-01 The Standard Conditons for
Research Insir

merc in The Hagt
{0 all Insructions givento

Summary
The sample fulfills the ballistic requirements according to UL 752 'Level 8'

For a schematic bverview of the sample see Annex 1

Yy 7\
L‘Jg@ vt/
Project leader
W.E.T. (Helma) Spruit

* This reportis based on data obtained from having tested only the samples submitted and should not be interpreted as an endorsement by TNO of the
continuing quality or performance of any other items of the same or similar design.

COMPANY RESTRICTED Page : 1/6

R RESTRICTED

Test and Evaluation Department

KADDB Ballistic Testing Facility
Test Report

Ballistic Resistance Test

Bullet Resistant Hinged Door 1500x800mm “Structure Only”
Bullet Resistant Fixed Window 650x650mm*“Structure Only”

EN 1522/ 1523 / Level FB7

“7.62x51mm AP-FNB”

“Yenice Ballistic Co. / Turkey”

KADDB/TEST/KBTF/TR/714/2

This report relates only to the test specimens tested and should not be published or copied or distributed or reissued to any party
‘whatsoever without the prior written permission of King Abdullah IT Design and Development Bureau (ADDB).

st & Evaluaion Deporment, Arman 11190 Jordan, Po box 928125
KADDBTESTKBTFTRITIA2

DECLARATION OF PERFORMANCE

Accarding to EU 30572011

158-YNC 01
1. Identification code of the product type / Yenice YK 90 - Window
g A Rk hoo Yenice YK 90 - Pencere
2. Type, batch or serial number or any other Thermal Insulated Ballistic Window System

element allowing identification of the
construction product! Yap,
son

maizemesinin tip, part

imiar Isi Yahtimli Balisuk Pencerd Sistem

3. Intended use or uses of the construction Windows (with orwithout related hardware) any
product, in accor\i‘ance wrlllfhe applicable other (1/1)
harmonised technical specification, as foreseen
by the manufacturer/ ¥: ilgin

e gore imalatgs
aclart  diges kullgnmisr

Pengersién (ilgili aksamiabedaber veya dedil) (1/1)

niastinions teknik gartr
igortilen ki

Yenice lnsaat Dekofasyon San.ve Tic. Ltd. St
4. Name and address of the manufacturer/ Uralier

Senyiiz Sok No: 15 D: 1-2-3 Allindag / Ankara /

TURKIVE
imdat AKY0Z
5. Name and address of the authorized
reprosentative / Yetkil KigilAdive Adres] Senyuz Sok No: 15 D: 1-2-3 Altindag / Ankara /
TURKIYE
6. System or systems of assessmentand
verification ot gonstancy of performancs of the System 3
construction prodiict as set outin Annex V'
Y alzamesinin perocmansmin de Jinin "
Sistem 3

rlendimimesi ve dogtiilanmas! sistor

Initial Type Tests are reported as the number of
020.444.1/2015, 060.446.1/2015, 140.447.1/2015 by
7. In case of the declaration of performance FTI- EU Notified Body, NB 2547 - within the
concernirig @ constiuction product covered by a  scone of System 3.
harmonised stanidard /U,
1da ofan bir

kin performans beyaninda

2547 No.lu AB Onayl Kurulusu FTI tarafindar

4.1/20

Sistem 3 kapsaminda 0204

060.446.1/2015, 140.447,1/2015 N

) fik Tip Te

raporlan diizenienmigtic

— =)

' e |

8. Declarated Performance/ Performan:

Beyany

Harmonized Technical

Essential
Temal Kara Performans Uyumiagtiril
Sartn
ince to wind load
yukine dayanim Class C 3
TS 4644 EN 12211
Watertightness
ik Class 9 A
027
to static torsion
ik tagima Class 4
(350N)
14609
formance
Akustik performans Rw (C:Crj=44,1 (-14  -45) 4B
TS EN ISO 10740-2 TSEN 14351-1+A1
mal Conductivity
ik Uw = 2,46 Wimke
1810077-2
Radiation features-
Solar factor ) 037

Gunes katsayrsi (g)
Radiation features

Sunlight transmission 062

Istk gegirgenligi

Air Permeab

9. The performance of the product identified in points 1 and 2 is in conformity with the declared
performance in point 8. This declaration of performance is issued under the sole responsibility of the
manufactiifer identified in pointi4. | Bu ekin 1.inci ve 2 nci maddelerinde tanimlanan malzemenin

. 2 uygundur. Bu
sadece bu ekin 4 gncil ma g a olmak
Signed for and on behalf of the manufacturer by

Imalals / Imalater acipa imealeyan

Name And Funetion - sim Ve Gorevi imdat AKYUZ

Place And Date Of Issue - Duzenlenen Yer Ve T Ankara - TURKIYE / 22

Signature - imza

YK 90 Declaration of Performance
YK 90 Performans Bildirgesi
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Our References / Referanslarimiz

BALLISTICS CLASS

SEQ. NO | APPLICED CITY APPLICATION PR_OJI_ECT COMPANY Balistik Sinifi
Sira No | Uygulanan Sehir Uygulama Projesi Firma (EN 1522-1523)

v s SSESR SRR e raans-ro7 v

| e e o reons

s s rass -ro7 s

o] AR reons

s s FaoNs -Fa7 s

o o iy SameeT roons-rarvs

o eme ekl T rosnsorns

; ws Sl T e raans-ro7 s

0| smuax T A rass -ro7 s

1 MARDIN EGM PERMANENT SECURITY POINTS GESKON CONSTRUCTION . FB6 NS
EGM KALICI GUVENLIK NOKTALARI CINAR ALTYAPI VE UST YAPI A.$ & GESKON INS.

. VAN EGM PERMANENT SECURITY POINTS ON-NE CONSTRUCTION EEEINS
EGM KALICI GUVENLIK NOKTALARI ON-NE iNSAAT

& MARDIN “EGM KALICI GOVENLIK NOKTALART P IRFAN OZDEMIR INSART FBENS

“ | DIARBAKIR “EGM KALICI GOVENLIK NOKTALART ONAY INSAAT & EKLIPS INSAAT FBo NS

15 | DIARBAKIR “EGM KALICI GOVENLIK NOKTALART N DEMRAZ INSAAT FBo NS

16 VAN EGM PERMANENT SECURITY POINTS IRFAN OZDEMIR CONSTRUCTION FB6 NS
EGM KALICI GUVENLIK NOKTALARI IRFAN OZDEMIR INSAAT

1 HAKKARI “EOM KALICI GOVENLIK NOKTALART S SEVIKA INSAAT FB6 NS -FB7 NS

18 IsTANBUL SULTANGAZI EMNIYET MODURLOGO O GEDIK NSAAT FB6 NS -FB7 NS

19 ISTANBUL BEYOGLU POLICE DEPARTMENT NEVRES CONSTRUCTION EB7 NS

BEYOGLU EMNIYET MUDURLUGU

NEVRES iINSAAT
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Our References / Referanslarmiz

LAz GRUP. Fa7NS
FAKTAN TICARET FB NS
et FBo NS
T oA FB6 NS
TUGGE MEDIKAL FBG NS
NUREL AMOMINYUM a7 NS
STEEL SAVNMA a7 NS

DIYAP CONSTRUCTION
DIYAP INSAAT

FB6 NS - FB7 NS

2N GLAAS
2N CAM

FB6 NS

ZIRVE CONSTRUCTION
ZIRVE INSAAT

FB6 NS - FB7 NS

MISSAN CONSTRUCTION
MiSSAN INSAAT

FB7 NS

DIYAP CONSTRUCTION

FB6 NS - FB7 NS

o

" A ERFELEK POLICE DEPARTMENT
ERFELEK EMNIYET MUDURLUGU

2 | ewen | mmmsmerarome

S - R e

w | s

R R

2 KONYA KONYA BEYSEHIR POLICE DEPARTMENT

KONYA BEYSEHIR EMNIYET MUDURLUGU

S - A

w | e | e

w | wwen | mewecoe

» VAN ERCIS POLICE DEPARTMENT
ERCI$ EMNNIYET MUDURLUGU

# TuNcel HOZAT EMNIVET MUDORLOG

2 KUTAHYA KOTAHYA EMNIVET MODORLOG0

33 ISTANBUL AVCII:SI;_ :::N?EEIT-\TAL%%NRTLUGU

% KUTAHYA ILGE EMNIVET MODURLOGO

3 TRABZON TONYA EMNIVET MODORLGG0

% NiGoE NIGDE EMNIVET MODORLOG

37 KAHRAMANMARAS KAHRAMA:ﬁ/L\IgEsDEmngIu[TJDURLU(;U

% ANKARA SoLBAg, GANIVET NODORLDSD

DIYAP INSAAT

it
e =

/INOX ALUMINUM FB7

INOX ALUMINYUM

b
by =
HUSEYIN OZDEMIR CONSRUCTION FB6 NS
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